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Safety Light Curtain

Safety Light Curtain

Safety light curtain

Front slim type

Safety light curtain
Thin type
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; Model Model
Sectional size 32x20mm Sectional size 25*12mm
| | - Beam n‘umbe-r 4-292 beams (general) Beam number 4-292 beams (general)

Protective height 70-2992mm  (general) Protective height 70-2994mm  (general)
Detection distance 0.01-3m/0.01-5m Detection distance 0.01-2m/0.01-3m
Beam pitch 10/20/30/40mm Beam pitch 10/20/40mm
Supply voltage 10-30vDC Supply voltage 10-30VDC
Signal output NPN/PNP/relays (optional) Signal output NPN/PNP  (optional)
Sync type Optical /line synchronization (optional) Sync type Optical /line synchronization (optional)
Response time < 10ms Response time <10ms

Safety Iig ht Cu rtai n Safety I ig ht Cu rtai n Protection level IP65/ IP67 \'oplnona\) Protection level IP65/IP67 (optional)
Light curtain form Counter shooting Light curtain form Counter shooting

Universal type Ultra long distance type product application | ... o o D LT Productapplication |t et g o oty oo

lithium equipment, new energy equipment, medical equipment

Safety light curtain
Side slim type

Safety light curtain
No blind zone type

Model Model
Sectional size 30+30mm Sectional size 35+40mm
Beam number 4-292 beams (general) Beam number 4-292 beams (general)
Protective height | 70-2994mm (general) Protective height 70-2994mm (general)
Detection distance | 0.01-3m/0.01-5m Detection distance | 0.01-3m/0.01-5m/0.01-10m/0.01-20m (optional) Model Model
Beam pitch 10/20/30/40mm Beam pitch 10/20/30/40mm Sectional size 1092 sectional size 28+28mm
Supply voltage 10-30VDC ( )
pply 9 Supply voltage 10-30vDC Beam number 4-292 beams (general) Beam number 4-292 beams (general)
Signal output NPN/PNP/relays (optional) . ( ) = ( \
9 p ys (op ) Signal output NPN/PNP/relays (optional) Protective height 70-2994mm  (general) Protective height 135-2992mm - (general)
S 9 g o)
nc e c > sync ¢ ( al) 8 ( )
ync typ Optical /line synchronization (optional) Sync type Optical /line synchronization (optional) Detection distance 0.1-2m/0. 1-3m Detection distance 0.01-2m/0.01-3m
Response time <10ms . <10ms . /
Response time < Beam pitch 10/20/40mm Beam pitch 10/20/40mm
Protection level ( ) \
IP65/1P67  (optional) Protection level IP65/IP67 (optional) Supply voltage 10-30VDC Supply Voltage 10-30VDC
Light curtain form Counter shooting ; f Counter shootin i (
Light curtain form 9 i NPN/PNP (optional) Signal output NPN/PNP  (optional)
All kinds of automatic ] , ackaging machines ’ Signal output \op )
Product application fopdmr[n“é% :u’ */)'3;‘;;:;2[:‘*:;21“?”[ J‘g eq“‘p”t‘g”; F[’"; T[*v"”g qu ! “?' 4 All kinds of automation equipment, jig equipment, packaging
0d machinery SL semiconductor equipment, photovoltaic equipment, Product application machines, food machinery 3C semiconductor equipment, -z -\ 2 ( al) Sync type Optical /line synchronization (optional)
lithium equipment, new energy equipment, medical equipment AR i S Sync type Optical /line synchronization (optional) ync typ p Y/ p
equipment, medical equipment Response time <10ms Response time <10ms
Protection level IP65/ 1P67 (optional) Protection level IP65/ 1P67 (optional)
Light curtain form Counter shooting Light curtain form Counter shooting
L Automation equipment, jig equipment, electronics industry, food iaati All kinds of automation equipment, jig equipment, packaging machines,
Product application manufacturing, machines with small space, etc Product application food machinery 3C semiconductor equipment, photovoltaic equipment,

ithium equipment, new energy equipment, medical equipment.
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